; i TUBJ:LF._. .

AYPJIP Y.

AR

'ET;!EWQ‘ X W

™

LOUVRED OPENING ROOFS



Sustainable
%.I Premium Grade
Aluminium

Strong Construction

Structural profile thickness of 3-8mm

Quality Material

High Grade aluminium and Stainless steel componentry

Durable Powder Coat

Standard 10 Year Warranty on Powder Coat

Privacy & Light Control

130° Blade Rotation

Smart Technology

Rain sensors, LED lighting and APP Control Available
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SYSTEM CONFIGURATIONS

4 Post | 0 Wall - Roofing System 2 Post | 1 Wall - Roofing System

1 Post | 2 Wall - Roofing System 0 Post | 3/4 Wall Roofing System

WHITE MONUMENT
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LUMEX ROOFING SYSTEM CONFIGURATIONS
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LED Downlights or
Strip Lights available

Louvre Blade Profile Gutters Surround Beam Post & Base Plate
Flat straight lines giving . 250x50 Surround Beam 120x120x8mm thick heavy duty
° your home a modern look. Wi te el i (EElues euailesy & Corner Bracket Posts and Base Plates

m
Rubber Seal for /)
water tightness

Lumex Opening Roof Systems
www.lumexopeningroofs.com.au
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